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ATTACHMENT 4:  PERSONNEL TRAINING 

 
 
1.0 PURPOSE 
 
All personnel involved in post-closure inspection, monitoring, and maintenance at the Waste 
Disposal Cell will have received training in accordance with this document and will be 
specifically trained in the performance of their post-closure activities.  Those covered by this 
training will include inspection, monitoring, and maintenance personnel. 
 
 
2.0 TRAINING REQUIREMENTS 
 
The training will include: 
 
• Inspection Personnel:  Inspection personnel will have adequate training and/or practical 

experience to assess the nature and extent of problems that may develop at the WDC.  If this 
knowledge has not been gained as a result of previous training or practical experience, 
specific training will be provided by a civil engineer, an engineering geologist, or by an 
individual with sufficient experience in such inspections to train others.  Training will be 
provided in use of the inspection form, signs of erosion and settlement, how to determine the 
adequacy of the run-on and run-off control measures, and how to evaluate monitoring well 
integrity. 

 
• Monitoring Personnel:  Individuals involved in collection of monitoring data will have 

either prior experience or receive formal training in the collection of groundwater quality 
data.  All monitoring personnel will understand the specific methods required for the WDC 
monitoring wells.  All monitoring personnel will have training in hazardous waste 
operations required by OSHA (29 CFR 1910.120), including an initial 40-hour course 
and annual 8-hour refresher courses. 

 
• Maintenance Personnel:  Any maintenance personnel who are involved with work on the 

WDC will be provided with information regarding the construction of the closed facility.  
This information will include a discussion of the physical and chemical characteristics of the 
waste and cover materials.  The design of the WDC will be emphasized to ensure the facility 
is properly maintained. 

 


